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REMER S.R.L.
SAN BENEDETTO DEL TRONTO / ITALY

STEEL WIRE ROPE
QELIK TELLI HALAT

6,50 mm G0,00 / +0,26 mm ) from 6,50 mm to 6,76 mm

I x(4+4+8) + 8x(l +6) + 8x(l+6+6+6)

Ungalvanized
Galvanizlenmemis

Yellow Greased
San Gres UygulanmE

1.770 N/mm2

RHOL (Right Hand Ordinary Lay)

3r,5 kN Calculated Breaking Load : 34,869 kN
He sapla nan Kopma Yii kii

16,70 Kg / 100 Meter

19,70 mm2

Diameter > 160 mm
Qap> 160 mn

San Benedetto Del Tronto / ITALY
June24.2011
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CONFORMITY REPORT
Uyum Raporu

CeÉificate Number
Seftifika No

Inspection Report No
Gózetim Rapor No

Date of CeÉificate
Sertifika Tarihí

Name of Certiticate Holder
Sedifika Sahibinin Adr

Product Description
úúnún Tanmr

Wire Rope Diameter
Halat Qapr

Steel Wire Rope Construction
Qelik Halat YaNsl

Kind of Steel
Qelik Qegidi

Wire Rope Surface
Halat Yúzeyi

Tensile Strength
Qekme Mukavemeti

Torsion Type
Sanm Tipi

Minimum Breaking Load
Minimum Kopma Yúkii

Calculated Weight
Hesaplanan Adútk

Wire Rope Cross Sectional Area
Tel Halat Kesit Alanl

Permissible Traction Sheaves
lzin Veilen Kasnak

rùv súD rúRKiYE 
flffi

AhmetrEKGùL tMK
l / t "  

\ J
v

Túv súD / Túrkiye
Yr ld rz  Pos ta  Cad.  N0.17  Kat5  Fax : (+90)2123479811 ,ò
TR-3it394 Esentepe / lsta nbul / TÚ RKIYE e-mail: info@tuv-sud.com.tr TlJl/-

This conformity report is valid only for the ropes submifted to the evaluation tests.
All the other ropes have to be individually tested and to be delivered with a test repoÉ,
which states that the conditions of this certificate are valid also for those ropes.
For details see Inspection Report TGK-11-8-00439/001

Bu uyum raporu sadece degerlendirme testi dlEenlenen halatlar igin gegerlidh.
Blttiin diéer halatlar aynca test edilmek zorunda olup, bu halatlann gaftlanm beliften ve aynt
zamanda bu halatlar igin gegeti olan test mpodan ile bidikte teslim edilmek zorundadÍ.
Detaylar icin Gózetim Raporuna baknz. TGK-11-840439/001


